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 Ed.12.01

 E 10.31.02Exhaust gas thermometer
type 3080 and 3081
case dim 100 mm with union nut G3/4

Design 	 Dial thermometer, silicone oil filled, specially adapted
	 to measure diesel engine exhaust gas temperature.
	 Stabilized against vibrations with silicon oil filled case.

Type 	 3080/GÖ = Vertical stem
	 3081/GÖHorizontal stem

Case dim 	 Dim 100 mm

Case 	 Black enamelled, die-cast aluminium, silicone oil filled

Measuring system 	 Expansion type with bourdon-tube

Temperaure range 	 +50+650° C

Mounting 	 Horizontal or vertical stem

Stem 	 Ø 12 mm of steel

Immersion lenght 	 3080 = L-130, 3081 = L-145 mm

Connection 	 Union nut G3/4”

Type 3080
with union nut G3/4”

Type 3081
with union nut G3/4”

Code for standard design Vertical Horizontal

Length Dim Conn 3080 3081

L = 130
Ø 12

G 3/4” 30806249 -

L = 145 G 3/4” - 30816249
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 E 10.31.02
Exhaust gas thermometer
type 3100 and 3101
case dim 120 mm with union nut G3/4

	   Type	   L	  d	    G

	   3080	 130	 12	 G 3/4"

	   3081	 145	 12	 G 3/4"

Union nut

3080 3081

40

100

100

40


